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(57) Scop® of the Claims for Utility Model Registration 

1 . A magnetic tape cartridge, having a boss portion formed at an inner side of a lower plate 
mated with a boss hole formed at an inner side of an upper plate and fastened with a tapping 
screw, wherein an inclined guide surface is formed at at least one of an outer peripheral 
surface including a head portion of the boss portion and an inner peripheral surface including 
an opening portion of the boss hole, in order to facilitate mating. 

2. A magnetic tape cartridge according to claim 1 , wherein the inclined guide surface is a 
curved surface formed in a shape that broadens outward at the opening portion of the boss 
hole. 

Brief Explanation of the Drawings 

Fig. 1 is a perspective view of a magnetic tape cartridge; Fig. 2 is an enlarged sectional view 
along line II - II of the conventional magnetic tape cartridge of Fig. 1; Fig. 3 is an enlarged 
sectional view of a relevant part showing a state in which an upper plate of a conventional 
magnetic tape cartridge is warped; Fig. 4 is an enlarged sectional view of a relevant part 
showing a state in which an upper plate and a lower plate of a conventional magnetic tape 
cartridge are misaligned in a left-right direction; and Figs. S to S are enlarged sectional views 
of relevant parts of a magnetic tape cartridge according to embodiments 1-4 of the present 
device, showing states prior to the upper plate being superimposed on the lower plate. 
1 magnetic tape cartridge; 2 upper plate; 3 lower plate; 5 boss hole; 6 boss portion; 5a, 5b, 5c, 
6a, U inclined guide surfaces for mating. 
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